
Issue Index

TAD1341GE
Document No

21340719 04

0

0,05

0,1

0,15

0,2

0,25

0,3

0,35

0,4

0 50 100 150 200 250 300 350 400

BSU 
calculated value 

kW 

Smoke Emission 
(measured according to ISO 10054) 

Standby Power  1500 rpm Standby Power  1800 rpm

0

0,1

0,2

0,3

0,4

0,5

0,6

0,7

0,8

0 50 100 150 200 250 300 350 400

FSN 

kW 

Smoke Emission 
according to ISO 10054 

Standby Power  1500 rpm Standby Power  1800 rpm

2014-02-26



Issue Index

TAD1341GE
Document No

21340719 04

0

10

20

30

40

50

60

70

80

90

0 50 100 150 200 250 300 350 400

l/h 

kW 

Fuel Consumption 

Standby Power  1500 rpm Standby Power  1800 rpm

0%

5%

10%

15%

20%

25%

30%

35%

40%

45%

50%

500 1000 1500 2000 2500 3000 3500 4000 4500 5000 5500

Altitude 

Derating 

Prime Power 1500 rpm Prime Power 1800 rpm

Standby Power 1500 rpm Standby Power 1800 rpm

2014-02-26



Issue Index

21340719 04TAD1341GE
Document No

40,0

50,0

60,0

70,0

80,0

90,0

100,0

110,0

120,0

20 31,5 50 80 125 200 315 500 800 1,25 2k 3,15 5k 8 12,5 20k

dB (A) 

Frequency Hz 

Sound power level engine body 
1/3 octave band analysis 

Prime Power 1500 rpm Prime Power 1800 rpm

Standby Power 1500 rpm Standby Power 1800 rpm

2014-02-26



Issue Index

21340719 04TAD1341GE
Document No

0

50

100

150

200

250

0 2 4 6 8 10 12 14 16

Outer circuit 
restriction kPa 

Outer circuit flow liter/s 

Outer circuit restriction versus coolant flow 

Max outer circuit restriction Std. Cooling system restriction

Engine speed 1500 rpm Engine speed 1800 rpm

2014-02-26



Issue Index

TAD1341GE
Document No

21340719 04

0

2

4

6

8

10

12

14

16

18

0 2 4 6 8 10 12

kW 

Air flow, m³/s 

Standard fan Ø 

1500 rpm 1800 rpm

0

0,2

0,4

0,6

0,8

1

1,2

1,4

1,6

0 2 4 6 8 10 12

Static pressure 
kPa 

Air flow, m³/s 

Standard fan Ø 

1500 rpm 1800 rpm

2014-02-26


	Smoke, Fuel & Derating
	Sound & Water Pump
	Fan characteristic



